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1
SYSTEM AND METHOD FOR HIGH
PRECISION CURRENT SENSING

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application claims priority from U.S. Provisional
Application No. 61/298.,686, filed Jan. 27, 2010, entitled
HIGH PRECISION CURRENT SENSING METHOD FOR
USE IN AN INTEGRATED CIRCUIT, which is incorporated
herein by reference.

BRIEF DESCRIPTION OF THE DRAWINGS

For a more complete understanding, reference is now made
to the following description taken in conjunction with the
accompanying Drawings in which:

FIG.1is aschematic diagram of a switching power supply;

FIG. 2 is a functional block diagram of the circuitry for
providing high precision current sensing;

FIG. 3 is a schematic diagram more particularly illustrating
the circuitry for providing high precision current sensing; and

FIG. 4 is a flow diagram describing the operation of the
circuitry of FIG. 3.

DETAILED DESCRIPTION

Referring now to the drawings, wherein like reference
numbers are used herein to designate like elements through-
out, the various views and embodiments of a system and
method for high precision current sensing are illustrated and
described, and other possible embodiments are described.
The figures are not necessarily drawn to scale, and in some
instances the drawings have been exaggerated and/or simpli-
fied in places for illustrative purposes only. One of ordinary
skill in the art will appreciate the many possible applications
and variations based on the following examples of possible
embodiments.

Within integrated switching power supplies, there is a need
to be able to accurately sense an input current to the power
supply. Accurate sensing of the input current can prevent the
power supply chip from being damaged in the case of a
catastrophic failure. Additionally, the availability of accurate
real-time current measurements enables the calculation of
instantaneous input power to a circuit. The availability of
information with respect to the input current and input power
is of great benefit to circuit designers and device users. One
manner of monitoring input current involves the use of the DC
resistance (DCR) of an input inductor as a current sense
resistor. The DC resistance of an input inductor is usually in
the range 01 0.3 to 0.5 milliohms. In typical applications, the
voltage drop across the inductor DCR with full load is only
6-10 millivolts and the common mode voltages of the DCR
are well above the supply voltage available to power an asso-
ciated integrated circuit. These factors make it a challenging
task to obtain precise input current information. Additionally,
when used with switching mode power supplies, the signals at
the input inductor terminals are often noisy due to the switch-
ing action further increasing the difficulty of accurately sens-
ing real-time input current.

Referring now to FIG. 1, there is illustrated a simplified
schematic block diagram of a switching power supply 102.
The switching power supply 102 includes a first switching
transistor 104 and a second switching transistor 106. The
switching transistor 104 is connected between an input volt-
age node 108 and a phase node 110. Switching of each of the
power switching transistors 104 and 106 are provided by an

10

15

20

25

30

35

40

45

50

55

60

65

2

associated controller 112 responsive to a monitored output
voltage at node 114. An inductor 116 is connected between
the phase node 110 and the output voltage node 114. An
output capacitor 118 is connected between the output voltage
node 114 and ground. The power switching transistor 106 is
connected between the phase node 110 and ground.

A typical switching regulator 102 may use 12 volts or
higher as the supply to the power train (switches and induc-
tors), but the controller 112 may only run from 3.3 or 5 volts.
Sensing the input current at the input voltage node 108 by
using the DCR drop of the input inductor 117 may require
adding additional circuitry external to the controller 112 that
can handle the input voltage range. This circuitry may include
arelatively expensive low offset amplifier. The input inductor
117 is located between the input node 108 of the voltage
regulator and a node 115 to which the supply voltage Vinsup
is applied. A capacitor 119 is connected between node 108
and ground. An additional method may be to use a resistor
bridge to bring the DCR voltages within the voltage range of
the controller 112. However, the practical limits of resistor
matching may not satisfy the precision requirement of the
current sensing.

Referring now to FIG. 2, there is illustrated a functional
block diagram of the circuitry for providing high precision
current sensing at the input node 108. The supply voltage
Vinsup is provided at node 206. The input voltage V,, to the
voltage regulator 205 is supplied at node 202. The supply
voltage Vinsup passes through an input inductor 204 that
provides the input voltage Vin atnode 202. The DC resistance
(DCR) of the inductor 204 may be used to determine the input
current using the additional circuitry illustrated in FIG. 2. A
resistor 208 and capacitor 210 are connected in parallel with
the input inductor 204 and its DC resistance between node
206 and 202. The resistor 208 is connected between node 206
and node 212. The capacitor 210 is connected between node
212 and node 202. A resistor 214 is connected between node
212 and the linsense- pin 216 of an associated integrated
circuit chip 218.

A second pin 220 linsense+ of the integrated circuit 218 is
connected to the output voltage node 202. linsense- voltage
monitoring circuitry 222 monitors the voltage at the linsense—
pin 216. Similarly, the linsense+ voltage monitor circuitry
224 monitors the voltage at the linsense+ pin 220. A voltage
responsive to the detected current at pin 216 and a voltage
responsive to the current detected at pin 220 are provided to
an operational amplifier 226 by the circuitry 222 and circuitry
224, respectively. The voltage responsive to the linsense+ pin
220 is applied to the inverting input of the op-amp 226 and the
voltage responsive to the linsense— pin 216 is applied at the
non-inverting node of operational amplifier 226. The output
of the operational amplifier 226 is provided to one or more
current sink stages 228 which are used for sinking current
from linsense- pin 216 in an attempt to equalize the voltages
at the linsense- pin 216 and linsense+ pin 220.

Referring now to FIG. 3, there is provided a schematic
diagram more fully illustrating the circuitry for providing
high precision current sensing. A typical switching regulator
uses a 12 volt or higher supply voltage to the power train
(switches and inductors), applying control signals to the
power switches. Sensing the input current by utilizing the DC
resistance drop across the inductor of the input filter may
require additional circuitry that is external to the controller
that is capable of handling this input voltage range. This type
of circuitry may include a relatively expensive low offset
amplifier. Alternative methods may use resistor bridges to
bring the DC resistance voltages within the voltage range of
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the controller. However, this process may be beyond the prac-
tical limits of resistor matching.

The implementation illustrated in FIG. 3 provides a way
for a controller of a switching power supply to input and
measure the DCR signals at an input even if the common
mode voltage is well above the controller supply voltage. The
implementation works with an input common mode voltage
range from 3 volts to 50 volts and higher. The circuit imple-
mentation is simple and effective and only requires a small
bias current.

The input voltage V,,, is provided at node 300. The supply
voltage Vinsup is applied at node 301. The input inductance
between node 300 and node 301 consists of an input inductor
302 and a series DC resistance (DCR) 304, which are repre-
sented as distinct component in FIG. 3 to simplity the present
description. V,, applied at node 300 includes the power rail
for the power supply system for which current is drawn by
either a linear or switching regulator. Each of the resistor 306,
capacitor 308 and resistor 310 are component that are external
to the integrated circuit. The network consisting of resistor
306, capacitor 308 and resistor 310 are used to filter out the
AC component of the input current. The resistor 306 is con-
nected between node 301 and node 307. The capacitance 308
is connected in series with resistor 306 and is connected
between node 307 and node 300. Resistor 310 is connected
between node 307 and node 326 which comprises the lin-
sense- pin of the integrated circuit. As discussed previously
with respect to FIG. 2, the linsense+ pin of the integrated
circuit is copied to the input voltage node 300.

The resistor 306 and capacitor 308 comprise an RC circuit
that is place in parallel with the inductance between nodes
301 and 300 consisting of inductor 302 and resistor 304. If the
RC time constant of the RC circuit consisting of resistor 306
and capacitor 308 matches the time constant of the L/DCR
circuit consisting of inductance 302 and resistance 304, the
voltage across the capacitor 308 will match the voltage across
the DC resistance 304. As further described herein below, the
circuit within the integrated circuit forces the voltage at pin
linsense- at node 326 to equal the voltage at the pin linsense+
at node 300. The RC time constant is equal to the parallel
combination of the resistor 306 and resistor 310 times the
capacitor 308. This is the RC time constant that should be
equal to the value of the inductor 302 divided by the DCR
resistance 304. The current flowing through the series con-
nection of resistor 306 and resistor 310 from node 301 to node
326 becomes equal to the voltage across the DCR resistance
304 divided by the resistance of resistor 306 plus the resis-
tance of resistor 310 (i.e. the voltage drop across the resistors
306 and 310 equals the voltage drop across the DCR resis-
tance 304). By knowing the values of resistors 304, 306 and
310, the current flowing into the linsense— pin at node 326
becomes a known ratio to the current flowing through the
inductor 302 and the DCR resistance 304.

Forcing the voltage sensed at the linsense- pin 326 to be
equal to the voltage at the linsense+ pin at node 300 is
achieved by the internal circuitry of the integrated circuit
connected with the linsense- inp and the linsense+ pin. With
respect to the following discussion, it is assumed that corre-
sponding devices in a single row match each other. Thus, for
example, the transistors 312, 314 and 316 match each other as
do the transistors 318, 320 and 322, etc.

Transistors 312, 314 and 316 comprise NPN transistors
that are each configured as emitter followers having their
collectors connected to the Iinsense+ node 300. The base of
transistor 312 is connected to the linsense- pin at node 326.
The bases of transistors 214 and 216 are connected to the
linsense+ pin at node 300. The current to power the internal

10

15

20

25

30

35

40

45

50

55

60

65

4

current sense circuitry of the integrated circuit is thus sourced
through the linsense+ pin at node 350 except for the base
current provided to transistor 312. The base current of tran-
sistor 312 is generally negligible compared to the load current
flowing through the inductor 302 and to the sensed current
flowing through resistor 310, so the base current of transistor
312 is ignored.

The emitters of transistors 312, 314 and 316 are connected
to the emitters of PNP transistors 318, 320 and 322 at nodes
319, 321 and 323, respectively. Transistor 320 has its base
connected to its collector to form a reference diode. The base
oftransistor 320 is additionally connected to the bases of each
of transistor 318 and transistor 322. P-channel transistors
328, 330 and 332 each have their sources connected to the
collectors of transistors 318, 320 and 322 at nodes 329, 331
and 333, respectively. P-channel transistor 330 has its gate
connected to its drain to form a MOS diode. The gate of
transistor 330 additionally connects to the gates of each of
transistors 328 and 332. The drain of transistor 328 connects
to the gate and drain of an NMOS mirror master transistor
334. The source of transistor 334 connects to ground through
a degeneration resistor 336. The drain of transistor 332 con-
nects to the drain of NMOS transistor 338. The source of
transistor 338 is also connected to ground through a degen-
eration transistor 340. Transistor 338 and resistor 340 form a
matched mirror slave to transistor 334 and resistor 336.

An N-channel transistor 342 has its drain connected to the
drain of transistor 330. A current source 344 is connected to
the source of the transistor 342 and the current source 344 is
also connected to ground. The current source 344 sinks cur-
rent from node 343. In the present embodiment, the current
sink 344 is set to 4 microamps. This causes the entire circuit
to consume only 10 s of microamps. The gate of transistor 342
is biased to have enough voltage at its source to enable the
current sink 344 to function. The current sinking through the
current sink 344 flows through transistor 342, transistor 330,
transistor 320 and transistor 314 such that the current is even-
tually sourced from node 300 at the linsense+ pin. The current
flowing through transistors 314, 320, 330 and 342 sets up bias
voltages at the gates of transistors 328, 330 and 332 and at the
bases of transistors 318, 320 and 322.

The voltage at the linsense— node 226 is held equal to the
voltage at the linsense+ node 300 by 350 amplifier forcing the
voltages on the drain of transistors 338 and 334 equal, and all
of the base emitter voltages, collector emitter voltages, col-
lector source voltages and drain source voltages in the column
of transistors 316, 322 and 332 equal to the corresponding
voltages in the left column consisting of transistors 312, 318
and 328, equal current will flow in each of these columns due
to normal matching. The voltages in the middle column con-
sisting of transistors 314, 320 and 330 will differ slightly due
to the drain source voltage of transistors 328 and 332, and the
base current for transistors 318, 320 and 322 subtracting from
the current through transistors 320 and 314. The matching of
the middle column of transistors 314, 320 and 330 is close
enough such that the bias currents from the left and right
columns can be set closely by setting the sinking current from
the current sinking source 344 within the middle column.

An operational amplifier 350 has its non-inverting input
connected to the drain of transistor 334 at node 351 and the
inverting input of the op-amp 350 is connected to the drain of
transistor 338 at node 353. The op-amp 350 compares the
voltages at the drains of transistors 334 and 338. Thus, in one
example, if the current flowing through resistors 306 and 310
cause the voltage at the linsense- node 326 to be higher than
the voltage at the linsense+ node 300, the base emitter voltage
(VBE) of transistor 312 and the base emitter voltage of tran-
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sistor 318 will be larger than the base emitter voltage of
transistors 316 and 322. This will cause more current to flow
into transistor 334 than into transistor 338. Since transistor
338 tries to mirror the current of transistor 334, the voltage at
the drain of transistor 334 will be higher than the voltage at the
drain of transistor 338. This will cause the op-amp 350 to
drive transistor 352 harder (increasing its drain current).
Transistor 352 comprises an N-channel transistor having its
drain/source path connected between node 355 and node 357.
A resistor 354 connects with the source of transistor 352 at
node 357 and to ground. The drain of transistor 352 connects
to the source of a second transistor 356 at node 355. The drain
oftransistor 356 is connected to the linsense— pin at node 326.
The gate of transistor 356 is biased to a desired voltage.

The output of the op-amp 350 may connect to additional
stages consisting of an N-channel transistor 358 having its
gate connected to the output of the op-amp 350. The drain/
source path of transistor 358 is connected between node 359
and node 361. A resistor 360 connects to the source of tran-
sistor 358 at node 361 and to ground. A current source 362
sources current to node 359 at the drain of transistor 358. An
output may be provided from node 359 to act as a catastrophic
failure detector.

When the op-amp 350 drives transistor 352 this creates a
voltage across resistor 354 and current sinking through the
drain of transistor 352. The sinking current through the drain
of transistor 352 is passed through a cascode stage consisting
of transistor 356 and is sinked from the linsense- pin at node
326. The sinking current from node 326 increases the voltage
drop across resistors 306 and 310 and lowers the voltage at the
base of transistor 312. Lowering the voltage at the base of
transistor 312 lowers the base emitter voltage of transistors
312 and 318 compared to the base emitter voltage of transis-
tors 316 and 322. This lowers the current though the left
column and into transistor 334. This causes the voltage of
transistor 334 to correct downward, making the voltage at
nodes 351 and 353 at the drains of transistors 334 and 338
match. Therefore, the currents flowing through the left and
the right columns are matched, only a current proportional to
the current of the input inductor flows through the transistor
352.

One or more NMOS devices and source resistors such as
transistor 358 and resistor 360 can be added to match transis-
tor 352 and resistor 354. If the drain of transistor 358 is
connected to a voltage reasonably close to that of transistor
352, the currents through the transistors will match. Thus, one
or more copies of the current needed to correct for the current
through resistors 306 and 310 can be generated. This current
copy may be connected, for instance, to a reference current
source 362 for a current strip as illustrated in FIG. 3. If the
current exceeded that of the reference current, the voltage
would pull down and could be detected.

In an alternative embodiment, a copy of the current may
also be connected to a current input analog-to-digital con-
verter to develop a digital representation of the current. Note
that the bipolar transistors 312,314,316, 318, 320 and 322 do
not require high collector emitter voltage or base collector
voltage. They have the ability to float above the substrate by
whatever the common mode voltage is of linsense- and Iin-
sense+. The only device that needs to withstand the voltage
across them, such as the drain to source voltage, are the
PDMOS devices 328, 330 and 332 and the NDMOS devices
342 and 356. Transistor 330 only needs high voltage floating
capability like bipolar transistors, but for purposes of match-
ing transistors 328 and 332, would likely also be PDMOS
type devices. The common mode input voltage range is there-
fore limited at the upper end by the bipolar “float” capability
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and the NDMOS and PDMOS drain to source voltage break-
down. The low end of the common mode range is the sum of
the two base emitter voltages, a gate to source voltage and a
little more for current sinking. This might typically be
approximately 3 volts total.

If the collector emitter voltage capability of the PNP tran-
sistors 318 and 322 were high enough, the PDMOS devices
328, 330 and 332 could be removed. The collectors of tran-
sistors 318 and 322 would connect to transistors 334 and 338,
and the base of transistor 320 and the collector of transistor
320 would connect to transistor 342. If the drain to source
voltage capability of transistor 352 were high enough, the
cascode device consisting of transistor 356 could be removed.

Referring now to FIG. 4, there is illustrated a flow diagram
discussing the operation of the circuit of FIG. 3. Initially at
step 402, the circuit monitors the voltage at the linsense—
node 326. Next, at step 404, the voltage at the linsense+ node
300 is monitored. A voltage associated with the linsense—
node is generated at step 406 responsive to the linsense—
voltage monitored at node 326. Similarly, a voltage associ-
ated with the linsense+ node is generated at step 408 respon-
sive to the linsense+ node voltages. Inquiry step 410 deter-
mines whether the voltage at the linsense— node is equal to the
voltage at the linsense+ node using the operational amplifier
350. If the linsense- voltage is greater, the current sink con-
nected to the output of the op-amp 350 is driven at step 412.
This sinks current from the linsense— node at step 414 causing
the voltage associated with the linsense- node to be
decreased. Control passes back to step 402 to continue moni-
toring the currents associated with each of the linsense— and
Iinsense+ nodes. If inquiry step 410 determines that the volt-
ages associated with the linsense+ and linsense— nodes are
equal, the current sink sinks a current proportional to the input
current at step 416. Control passes back to step 402 to con-
tinue monitoring the linsense- and linsense+ voltages.

The disclosed current monitoring circuitry enables a way
for an integrated circuit controller to input and measure the
DC resistance signals through an associated inductor even if
the common mode voltage is well above the controller supply
voltage. The circuit can work with input common mode volt-
ages ranging from 3 volts to 50 volts and higher with out
altering the described implementation. The circuit structure is
simple and effective and only requires a small bias current.

It will be appreciated by those skilled in the art having the
benefit of this disclosure that this system and method for high
precision current sensing using DC resistance of an inductor.
It should be understood that the drawings and detailed
description herein are to be regarded in an illustrative rather
than a restrictive manner, and are not intended to be limiting
to the particular forms and examples disclosed. On the con-
trary, included are any further modifications, changes, rear-
rangements, substitutions, alternatives, design choices, and
embodiments apparent to those of ordinary skill in the art,
without departing from the spirit and scope hereof, as defined
by the following claims. Thus, it is intended that the following
claims be interpreted to embrace all such further modifica-
tions, changes, rearrangements, substitutions, alternatives,
design choices, and embodiments.

What is claimed is:

1. An apparatus for sensing an input current of a voltage
regulator supplied through an inductor, the apparatus com-
prising:

an RC circuit configured for connection in parallel with the

inductor;

an integrated circuit including first and second input pins,

the RC circuit also connected across the first and second
input pins, the integrated circuit further including,
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a voltage monitoring circuit for monitoring a first volt-
age at the first input pin of the integrated circuit and
for monitoring a second voltage at the second input
pin of the integrated circuit;

an op-amp for comparing the first voltage with the sec-
ond voltage and generating a control output respon-
sive to the comparison; and

a current sink circuit operable responsive to the control
output to sink a current for controlling the first voltage
to substantially equal the second voltage, wherein the
value of the current that the current sink circuit sinks
is proportional to the input current through the induc-
tor.

2. The apparatus of claim 1, wherein the voltage monitor-
ing circuit further comprises:

a current mirror for generating the first voltage and the

second voltage, the current mirror comprising:

first voltage generation circuitry for monitoring the first

voltage at the first input pin;

second voltage generation circuitry for monitoring the sec-

ond voltage at the second input pin;

bias circuitry for generating a bias voltage for the first

voltage generation circuitry and the second voltage gen-

eration circuitry.

3. The apparatus of claim 1, wherein the current sink circuit
is configured to sink a current from the first input pin in a first
mode of operation responsive to a determination that the first
voltage exceeds the second voltage, and is configured not to
sink the current from the first input pin in a second mode of
operation responsive to a determination that the first voltage
substantially equals the second voltage.

4. The apparatus of claim 1, wherein at least one additional
current sink circuit is connected to the output of the opera-
tional amplifier.

5. The apparatus of claim 1, wherein the RC circuit further
comprises:

a first resistor connected to a first end of the inductor;

a capacitor in series with the first resistor and connected to

the second end of the inductor; and

a second resistor connected between the connection of the

first resistor and the capacitor and the first input pin.

6. The apparatus of claim 5 wherein the current through the
first resistor and the second resistor into the first input pin is
proportional to the current through the inductor.

7. An apparatus, comprising:

avoltage regulation circuit for generating an output voltage

responsive to an input voltage, the voltage regulation

circuit comprising:

switching transistors; and

an output filter including an output inductor and a
capacitor;

an input inductor connected between an input power sup-

ply and the voltage regulation circuit;

current sensing circuitry for sensing an input current

through the input inductor of the voltage regulator, the

current sensing circuitry comprising:

an RC circuit connected in parallel with the inductor
across first and second input pins of an integrated
circuit;

a voltage monitoring circuit for monitoring a first volt-
age at the first input pin of the integrated circuit and
for monitoring a second voltage at the second input
pin of the integrated circuit;

a comparing circuit for comparing the first voltage with
the second voltage and generating a control output
responsive to the comparison; and
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a current sink circuit responsive to the control output for
controlling the first voltage to substantially equal the
second voltage, wherein the current sink circuit is
configured to sink a current having a value indicating
the value of the input current through the input induc-
tor.

8. The apparatus of claim 7, wherein the voltage monitor-
ing circuit further comprises:

a current mirror for generating the first voltage and the

second voltage, the current mirror comprising:

first voltage generation circuitry for monitoring the first
voltage at the first input pin; and

second voltage generation circuitry for monitoring the
second voltage at the second input pin; and

bias circuitry for generating a bias voltage for the first

voltage generation circuitry and the second voltage gen-

eration circuitry.

9. The apparatus of claim 7, wherein the current sink circuit
is configured to sink a current from the first input pin in a first
mode of operation responsive to a determination that the first
voltage exceeds the second voltage, and is configured not to
sink the current from the first input pin in a second mode of
operation responsive to a determination that the first voltage
substantially equals the second voltage.

10. The apparatus of claim 7, wherein at least one addi-
tional current sink circuit is connected to the output of the
operational amplifier.

11. The apparatus of claim 7, wherein the RC circuit further
comprises:

a first resistor connected to a first end of the inductor;

a capacitor in series with the first resistor and connected to

a second end of the inductor; and

a second resistor connected between the connection of the

first resistor and the capacitor and the first input pin.

12. The apparatus of claim 11, wherein the current through
the first resistor and the second resistor into the first input pin
is proportional to the current through the inductor.

13. A method for sensing an input current through an
inductor,

the method comprising:

generating a first voltage and a second voltage, the dif-
ference between the two voltages being representative
of an input current through the inductor using an RC
circuit connected in parallel with the inductor across a
first and second input pins of an integrated circuit;

monitoring the first voltage at the first input pin of the
integrated circuit and the second voltage at the second
input pin of the integrated circuit;

comparing the first voltage with the second voltage;

generating a control output responsive to the compari-
son; and

sinking a current from the first input pin responsive to
the control output to adjust the first voltage to be
approximately equal to the second voltage, wherein
the value of the current being sinked indicates the
value of the input current through the inductor.

14. The method of claim 13, wherein the step of monitoring
further comprises the step of generating the first voltage
responsive to the monitored first voltage and the second volt-
age responsive to the monitored second voltage.

15. The method of claim 13, wherein the step of sinking
further comprises the step of driving a current sink responsive
to the control output in a first mode of operation to initiate
sinking the current from the first input pin.

16. The method of claim 13, further comprising the step of
limiting a current from a current sink responsive to the control
output in a second mode of operation.
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17. The apparatus of claim 3, wherein the current sink
further comprises:

a resistor;

atransistor connected between the first input pin and resis-
tor; and

wherein when the transistor is controlled by the control
output of the operational amplifier to attempt to have the
first voltage associated with the first input pin substan-
tially equal the second voltage associated with the sec-
ond input pin.

18. The apparatus of claim 9, wherein the current sink

further comprises:

a resistor;

atransistor connected between the first input pin and resis-
tor; and

wherein when the transistor is configured to be controlled
by the control output of the operational amplifier to
attempt to have the first voltage associated with the first
pin substantially equal the second voltage associated
with the second pin.

19. The method of claim 13, further comprising:

sinking a current from the first input pin in a first mode of
operation responsive to the control output indicating that
the first voltage exceeds the second voltage; and
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controlling sinking of the current from the first input pin in
a second mode of operation responsive to the control
input indicating that the first voltage substantially equals
the second voltage.

20. An integrated circuit operable to sense an input current

of a voltage regulator, the integrated circuit comprising:

a first input pin and a second input pin, the first and second
input pins adapted to have an input inductor coupled
across the first and second input pins and an RC circuit
coupled in parallel with the input inductor across the first
and second input pins;

a voltage detection circuit operable to detect a first voltage
on the first input pin of the integrated circuit and to detect
a second voltage on the second input pin of the inte-
grated circuit, the voltage detection circuit operable to
generate a control signal responsive to the difference
between the first and second voltages; and

a current sensing circuit operable responsive to the control
signal to sink a sense current from the first input pin, the
sense current having a value that causes the first voltage
to be approximately equal to the second voltage and the
value of the sense current indicating the value of a cur-
rent through the input inductor.

#* #* #* #* #*
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